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INSPECTION CIRCUMSTANCES 
 

Date: 03-12-2025 Soil Conditions: Frozen  

Time: 2:00 pm Weather/Temperature: Sunny 35°  

Estimated Age: 2002 
Present: 

Listing Broker 
Buying Broker 

Client 
Inspector(s) Building Type*: Single Family Dwelling 

No. Stories: 1 Inspector: Paul and Leon Griesbach 

*Be aware that condominium inspections do not include common or limited common areas. 

 
 

PAYMENT RECORD 
 

Fee includes: 
General building inspection 
Radon Air Testing 

Radon Water Testing 
Water Quality Testing 

 

Payment Type: 
Check (Check No: ) Cash 
Card 

Total Fee: $650.00 
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SUMMARY 

The house is in very good overall condition; however, several minor defects were found during the inspection and 

are noted below and throughout the report. 

 
 The grave near the building at the front walkway is poor, causing roof water to pond in this area and may 

have been responsible for some of the crack damage noted in the garage on the left, though this is not 

known for certain. Adding gutters to this front area of the house to control roof water may be a way to 

control or eliminate this ponding of water but the water would have to be drained downhill and away 

from the building. Consult the qualified gutter contractor. Page 5 

 Some black mold staining on the underside of the rear porch should simply be washed off and retreated 

with a glossy finish (see photos). Page 6 

 Adding gutters in the front as mentioned above is suggested in order to control roof water and prevent it 

from ponding on the walkway (see photos). Page 7 

 There is some rot damage to the bottom of a casement window in the living room area (see photos). In 

the garage, the tension for the overhead garage doors should be adjusted as noted in the report. Also 

note the crack damage on the garage floor (see photos). This is an unusual crack pattern, but there is no 

displacement, and the cracks appears to be a long-standing defect since it has been sealed. The white 

staining however may suggest that water vapor moves through the concrete that may indicate that some 

of the water in the front travels underneath the slab, though, this is not known for certain, and the 

staining may be from melted snow from the cars. Page 8 

 The paper backed insulation on the outside wall underneath the stairway in the basement is required to 

be covered because it is a fire hazard and should either be covered or the paper stripped off the material. 

To make the radiant heat system more efficient, consider adding a 3-inch layer of foil faced fiberglass 

insulation with the foil facing down in order to trap heat and prevent it from heating the basement rather 

than the 1st floor. Consider discussing this with a qualified contractor. There is a stain on one of the ceiling 

panels in the basement storage closet (see photos). Apparently, this is from a leak that occurred under 

the kitchen sink sometime in the past. Replace the tile as needed. Page 10 

 When next having a technician service the boiler, ask him to check the crossover pipe between the oil 

tanks. To be sure it is the proper size. Page 11 

 There is a loose toilet in the master bathroom that should be properly anchored and caulked to the floor. 

In the Jack and Jill bathroom, the tub faucet does not totally stop the water which prevents the shower 

from operating properly. This should be corrected as needed. Page 13 

 The disposal under the sink was unplugged, which may be due to septic system concerns and was not 

inspected. The middle burner on the gas range was not operating properly and should be assessed and 

likely cleaned. The downdraft fan was operating irregularly and needs to be assessed and adjusted as 
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needed. Be sure to upgrade the clothes washer water supply hoses to more reliable steel braided hoses to 

prevent the possibility of a catastrophic leak. Page 14 

 When the whole house generator was added to the electrical system, the electrician did not refeed the 

main panel with 4 wires, so neutral wires are not isolated as required. This should be corrected as needed. 

Age 15 

 The gas fireplace on the 1st floor did not light when tested and should be proved operational prior to 

settlement. Page 16 

 The attic opening above the pull-down stairway should be properly insulated to prevent heat loss. Be sure 

also that the air conditioning equipment in the attic is serviced periodically. Page 17 

 
 
 

Dear John and Christi, 

Thank you for asking us to do your home inspection. Please read the report over carefully and call me if you have 

any questions. 

Regards, 

Paul and Leon Griesbach 

www.griesbachinspections.com 

207-232-7123 
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GROUNDS 
 

General Grading, 
Slope, & Drainage 

Satisfactory 
Unsatisfactory 

 From the house, the lot slopes to the right left and rear. 

Grading & Slope at 
Foundation 

Satisfactory 
Unsatisfactory 

 What is unsatisfactory is the grade at the front walkway between the garage 
and the right side of the house where water is trapped and has pooled on the 
walkway (see photos). 

 

Owner Comments:  Current grade drains water properly most of the year, however 
when snow is piled up on both sides of the walkway during the winter it can pool 
when the snow and ice thaws and melts.   

Sidewalks & 
Walkways 

Satisfactory 
Unsatisfactory 
N/A 

Asphalt Concrete Gravel Stone Brick Other 
 

Driveway 

Satisfactory 
Unsatisfactory 
N/A 

Asphalt Concrete Gravel Stone Brick Other 

 

Fencing 

Satisfactory 
Unsatisfactory 
N/A 

Wood Metal Plastic    

 

Trees & Shrubbery 

Satisfactory 
Unsatisfactory 

 

Retaining Walls 

Satisfactory 
Unsatisfactory 
N/A 

Wood Concrete Stone Other   

 

Patio/Terrace 

Satisfactory 
Unsatisfactory 
N/A 

Brick Concrete Stone Flagstone Other  
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GROUNDS (continued) 
 

Stairs to Building 

Satisfactory 
Unsatisfactory 
N/A 

Steps: Wood Brick Concrete Granite Handrails 
Guardrails 

 
  N/A 

Landings: Wood Brick Concrete Granite  

 

Exterior Doors 

Satisfactory 
Unsatisfactory 

 

Porch 

Satisfactory 
Unsatisfactory 
N/A 

 The black mold standing on the porch roof and the rear should be washed off as 
needed. The glossier the finish on the ceiling the better in terms of combating mold 
formation. 

Owner Comments:  We have done this in the past. The finish on the water-based 
polyurethane we use lasts about five – eight years.  

Deck/Balcony 

Satisfactory 
Unsatisfactory 
N/A 

Raised Pressure Treated GFCI Receptacle 
On Grade Concrete Piers 

Handrails 
Guardrails 

N/A 

 

Outbuildings 

Satisfactory 
Unsatisfactory 
N/A 
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ROOF AND CHIMNEY 
 

Roof Covering 
Location: 

 
Material: 

 
Approx. Age: 

 
Condition: 

All Architectural Shingles 22 yrs. Satisfactory Unsatisfactory 

 The shingles are in good condition for their age, likely due to a well vented attic, and should last at least 
another 8-10 years. 

Flashing 

Satisfactory 
Unsatisfactory 
N/A 

Aluminum Galvanized Copper Lead Other  

 

Gutters and 
Downspouts 

Satisfactory 
Unsatisfactory 
N/A 

Aluminum Vinyl Copper Wood 
Downspout 
Extensions: Yes No 

 Consider extending gutters in the front to eliminate the water this is pooling between 
structures. This may stop any further seepage under the garage. 

Owner Comments:  In 2021 the walkway and entry stoops were updated and gutters 
were installed over the doors. The walkway has always been pitched slightly to aid 
drainage and is fine most of the year. However, when snow is piled high on both sides 
of the walkway during winter, it can pool as it melts in early spring. We have never 
had it seep into the garage or the house; the gardens absorb it.  

Chimney(s) 
Location: 

 
Material: 

No. of 
flues 

 
Rain cap? 

 
Lined?: 

 
Condition: 

 
Rear l 

 
Brick 

 
2 

Yes 
No 

Yes 
No 

Satisfactory 
Unsatisfactory 
N/A 

 This chimney vents the wood stove in the basement and the gas fireplace on the 1st floor. 

Right side rear Brick, Block 1 
Yes 
No 

Yes 
No 

Satisfactory 
Unsatisfactory 

 This chimney vents the boiler in the basement. 
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EXTERIOR 
 

Windows 

Satisfactory 
Unsatisfactory 
N/A 

Flashing: Insulated Glass Storm Windows 

Type: Double Hung Casement Awning Sliding Fixed 

Material: Vinyl Vinyl-Clad Wood Wood Metal Other 

 There is a rot damaged casement window facing the rear (see photos). 
 
Owner Comments:  New casement window is on order and scheduled to be installed late 
May. 

Exterior Siding 
Location: 

 
Material: 

 
Condition: 

All Cedar Shingles Satisfactory Unsatisfactory 

 

Exterior Trim 

Satisfactory 
Unsatisfactory 
N/A 

 

Garage 

Satisfactory 
Unsatisfactory 
N/A 

Attached 
Detached 

Door Operator: 
Manual Door 

Operating Safety Reverse 

 The tension for the overhead garage doors need to be adjusted so that the 
doors reverse if they encounter an obstruction. This is a minor adjustment on 
the door operator. 

 There is somewhat unusual cracking that occurred in the garage (see photos). 
 The white staining suggests that water vapor may still travel from the underside 

of the slab (see photos). 
 This may be related to the water that was found ponding between the two 

front sides of the structure at the front walkway. 
 Water from this area may tend to drain underneath the garage and cause this 

staining though this is only a guess and snow melting from cars may be a more 
logical reason for the staining. 

 There is also a floor drain in the garage that may have something to do with this 
issue. 

 The cracks appear to be a long-standing defect and does not appear to be an 
issue at this time. The owner should disclose what may be known about this. 

 
Owner Comments:  Garage doors were tested to ensure that they reverse if sensors 
detect an obstruction; the tension is fine. White residue on the garage floor was 
from winter salt dripping from the cars. It has been washed off the garage floor. 
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STRUCTURE 
 

Building Type Single Family Condominium Multi-Unit Other 

Construction Type Wood Frame Brick Other 

Roof Design Gable Hip Flat Gambrel Shed Other 

Foundation Poured Concrete Brick Block Stone Other 
Satisfactory Slab-on-Grade 

 Unsatisfactory 
N/A 

Posts/Supports Steel Masonry Wood Not Visible Other N/A 
Satisfactory  
Unsatisfactory 
N/A 

Floor Structure 2x6 2x10 Post-and-Beam Other Not Visible 
Satisfactory 2x8 2x12 Engineered Truss Truss Joist 

 Unsatisfactory 
N/A 

Joist Spacing 16” on center 12” on center 24” on center Other Not Visible 
Satisfactory  
Unsatisfactory 
N/A 

Carrying Beam Wood Steel Other Not Visible 
Satisfactory  
Unsatisfactory 
N/A 

Wall Structure 2x6 2x4 Other 
Satisfactory  
Unsatisfactory 
N/A 

Roof Structure 2x6 2x8 2x10 2x12 Engineered Truss Other 
Satisfactory  
Unsatisfactory 
N/A 
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BASEMENT (OR LOWER LEVEL) 
 

Basement Type Full Partial None Slab on Grade 

Basement Walls Open Closed (80%) N/A 

 Most of the basement is finished space. 
 The outside wall under the stairway is insulated with paper backed fiberglass insulation, which was left 

exposed. This is a code violation because the paper backing is flammable and should be covered. Expect 
to drywall this area or remove the paper backing. 

 
Owner Comments:  Removing the paper backing from the insulation is an easy fix.  

Basement Dampness 

Satisfactory 
Unsatisfactory 
N/A 

Some Signs Past Extensive Unknown 
None Observed Present 

 

Basement Ceiling Open Closed (100%) N/A 

 The basement ceiling is either finished or is insulated such that the under the side of the floor is not 
visible. 

 To improve the efficiency of the 1st floor radiant heat in the basement ceiling, consider installing three 
inches of foil-faced fiberglass insulation with the foil facing down in order to trap more heat in the floor 
space. This would likely improve the efficiency of the heat distribution. 

 A stain on the drop ceiling in the closet in the basement is under the kitchen sink and indicates a leak 
that occurred in the past. This is not an ongoing problem. 

Owner Comments:  The inspector did notice the several discreet access panels in the lower wooden ceiling 
to view it. The radiant heat tubing is tacked to the sub-floor by metal reflective sheeting with insulation 
between the joists offering wonderful heat distribution.  *The kitchen faucet leaked and was replaced years 
ago. The resulting stained drop ceiling tiles have been replaced & extras are on hand in the furnace room.     

Floor 

Satisfactory 
Unsatisfactory 
N/A 

Concrete Dirt Carpet Laminate Vinyl Tile Other 
 

Crawlspace 

Satisfactory 
Unsatisfactory 
N/A 

Accessibility: Not Accessible Not Observed 

Components: Vapor Barrier Insulation Ventilation 

Floor: Concrete Dirt Crushed Stone Other 

Dampness: Some Signs Extensive None Observed 

 

Floor Drain Satisfactory Unsatisfactory N/A 

Sump Pump Satisfactory Unsatisfactory Tested Not Tested N/A 
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HEATING SYSTEM 
 

Heating System Age: 22 yrs.   

Fuel: Gas Propane Oil Electricity Wood Other 

Heat Source: 
Forced Hot Water Radiant Heat Steam 
Forced Hot Air Electricity Other 

Capacity: Satisfactory 
Unsatisfactory 

N/A 
 

Fuel Supply: 
Oil tank in basement  Public Gas Supply  Propane Other 
Oil tank outside Electricity Wood 

Heat Exchanger: 
Partially Observed 
Not Observed 

Have condition checked before settlement 
N/A 

 There are 2 oil tanks in the basement and it appears that the crossover vent may be slightly under sized so 
check this with a qualified heating contractor and upgrade if necessary. 

 
Owner Comments:  The crossover vent has been inspected by a heating technician. He felt it was 
adequate, but also verified his findings with the head inspector at the State of Maine. They both agreed 
that the crossover set up is common and legal.   

Distribution 

Distribution Type: 
 Radiators Radiant Convective Baseboards 

Convectors Minisplit Other 

Piping: 
 

Copper Plastic Cast Iron Ductwork Other Not Visible 

Heat in Each Room?: 
 

Yes No N/A  

 

Humidifier Atomizer Evaporator Steam Not Working Not Tested N/A 

Supplementary Heat Woodstove Gas fireplace Unit Heater Other 
Satisfactory Heat Pump Fireplace Electric Baseboard 

 Unsatisfactory 
N/A 

Cooling  Tested?: Yes No Age of System: 
Satisfactory Heat Pump(s) Central Air Exterior AC Units Other 
Unsatisfactory 

 
N/A 
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PLUMBING 
 

Water Service 

Satisfactory 
Unsatisfactory 
N/A 

Type of Service: Public Private   

Pipes: Copper Plastic Galvanized Pipes Not Visible 

Check disclosure for water. 

Piping 

Satisfactory 
Unsatisfactory 
N/A 

Material: 
 

 
Copper Plastic Galvanized Brass 
Not Visible Other 

Leaks: 
 

 Minor Extensive None Observed 

Cross Connections: 
 

 Observed None Observed  

Hose Bibbs: 
 

 Operating Not Operating  Frost Free Not Tested 
 

Drain/Waste/Vent 

Satisfactory 
Unsatisfactory 
N/A 

Material: 
 

 Copper  Plastic Galvanized Brass Cast Iron 

Leaks: 
 

 Minor Extensive None Observed 

Drain Function: 
 

 Slow Satisfactory  

Waste Disposal: 
 

 Public Private Unknown  

 

Water Heater 

Satisfactory 
Unsatisfactory 
N/A 

Fuel: 
Electricity Gas Oil Propane 
Integral with heating system 

Capacity: 90 gal. (ample capacity for 3-5 people) 

Age: Same as boiler   

Pressure Relief Valve: Yes No Extension: Yes No 
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BATHROOMS 
 

Bathroom 1 

Satisfactory 
Unsatisfactory 
N/A 

Location: Basement, 

Components: Toilet 
Vanity 
Fan 

Lavatory Pedestal Lavatory 
Window  Built-in-Tub 
GFCI Whirlpool 

Stall Shower 
Leg Tub 
Tub 

 

Shower Wall Covering: Ceramic Tile Fiberglass Other N/A 

Floor Covering: Ceramic Tile Hardwood Sheet Goods Other 

Water Problems: Leaks Moisture Damage Loose Toilet N/A 
 

 
Bathroom 2 

Satisfactory 
Unsatisfactory 
N/A 

Location: First Floor, Master 

Components: Toilet 
Vanity 
Fan 

Lavatory  Pedestal Lavatory 
Window    Built-in-Tub 
GFCI Whirlpool 

Stall Shower 
Leg Tub 
Tub 

 

Shower Wall Covering: Ceramic Tile Fiberglass Other N/A 

Floor Covering: Ceramic Tile Hardwood Sheet Goods Other 

Water Problems: Leaks Moisture Damage Loose Toilet N/A 

 The toilet should be properly anchored to the floor and caulked. 
 Owner Comments:  Our plumber felt caulking the toilet could lead to future problems, so a new Kohler 
toilet was purchased and has been installed.   

 
Bathroom 3 

Satisfactory 
Unsatisfactory 
N/A 

Location: First Floor, half path 

Components: Toilet 
Vanity 
Fan 

Lavatory Pedestal Lavatory 
Window Built-in-Tub 
GFCI Whirlpool 

Stall Shower 
Leg Tub 
Tub 

 

Shower Wall Covering: Ceramic Tile Fiberglass Other N/A 

Floor Covering: Ceramic Tile Hardwood Sheet Goods Other 

Water Problems: Leaks Moisture Damage Loose Toilet N/A 
 

 
Bathroom 4 

Satisfactory 
Unsatisfactory 
N/A 

Location: First Floor, Jack and Jill 

Components: Toilet 
Vanity 
Fan 

Lavatory Pedestal Lavatory 
Window   Built-in-Tub 
GFCI  Whirlpool 

Stall Shower 
Leg Tub 
Tub 

 

Shower Wall Covering: Ceramic Tile Fiberglass Other N/A 

Floor Covering: Ceramic Tile Hardwood Sheet Goods Other 

Water Problems: Leaks Moisture Damage Loose Toilet N/A 

 The tub does not have a positive water stop which prevents the shower from activating with full force. This 
should be corrected as needed. 

 Owner Comments:  Our plumber has installed a new tub spigot; it functions properly. 
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KITCHEN & APPLIANCES 
 

Cabinets & Countertops 

Satisfactory 
Unsatisfactory 

 
GFCI Receptacles: 

 
Yes 

 
No 

  

Sink 

Satisfactory 
Unsatisfactory 

 
Plumbing Leaks: 

 
Yes 

 
No 

  

Disposal 

Satisfactory 
Unsatisfactory 
N/A 

 
Operating 
Not Operating 

Dishwasher 

Satisfactory 
Unsatisfactory 
N/A 

 
Operating 
Not Operating 

Range/Oven 

Satisfactory 
Unsatisfactory 

Operating 
Not Operating 

Gas 
Electric 

Ventilation 

Satisfactory 
Unsatisfactory 
N/A 

 
Operating 
Not Operating 

  
Exhaust Fan 
Filter Light 

 
Ductless 

 
Vented to the outside 

Refrigerator 

Satisfactory 
Unsatisfactory 

Operating 
Not Operating 

Floor 

Satisfactory 
Unsatisfactory 

Ceramic Tile Hardwood Softwood  Other 
Sheet Goods  Laminate  Slate Tile Linoleum 

Clothes Washer 

Satisfactory 
Unsatisfactory 
N/A 

 
Operating 
Not Operating 

Clothes Dryer 

Satisfactory 
Unsatisfactory 
N/A 

 
Operating 
Not Operating 

 
Gas 
Electric 

Vented to the outside 
Clean out exhaust ductwork 
Change to smooth metal ductwork 

 The garbage disposal was unplugged during the inspection and was not tested. 
 The middle burner on the range appears to need cleaning and the downdraft fan operation was 

labored and needs to be assessed and repaired if necessary. 
 The clothes washer supply hoses should be changed to more reliable steel braided hoses to prevent 

the possibility of a catastrophic leak. 
 Owner Comments:  The garbage disposal was unplugged when the kitchen cabinetry was painted. It has 
since been plugged in and functions as it should.  The middle burner on the range wasn’t aligned properly 
after the last cleaning, which impacts the flame. It has been seated properly and the burner works 
perfectly.  The downdraft fan has been serviced and it now raises and lowers properly.   
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ELECTRICAL 
 

Service Entrance Cable Capacity: 200 amps  120/240 volts  Disconnect: Panel 
Satisfactory 
Unsatisfactory 
N/A 

Service Entrance Conductors: Overhead Underground 

Conductor Material: Copper Aluminum 
 

Main Service Panel 

Satisfactory 
Unsatisfactory N/A 

Location: Basement Grounded Bonded 

Means of Disconnect: Circuit Breakers Fuses 

Adequate Clearance 
& Working Space: 

Yes No 

Water Pipe Grounded: Yes No 
 Ample Capacity: Yes No 

Capacity of Main Disconnect: -Amps  

 When the whole house generator transfer panel was added, the 
electrician failed to refeed the main panel properly and did not isolate 
the neutral wires. This should be corrected as needed. 

 Owner Comments:  The transfer panel was part of the original 
construction; it met current standards and code at the time. Owner 
recently contacted their electrician who advised this set up is a common 
topic of debate. Waiting to hear back to hear if adjustments are necessary 
or not and cost to do so. Early information indicates it is an easy fix. 
 

Sub Panel 

Satisfactory 
Unsatisfactory N/A 

Location(s): Garage    

Means of Disconnect: Circuit Breakers Fuses 
 
 
 
 

Circuits & Conductors 

Satisfactory 
Unsatisfactory N/A 

Ample No. of Circuits: Yes No 

Branch Circuit Wiring Type: Copper Aluminum 
 

Ground Fault Receptacles 

Satisfactory 
Unsatisfactory N/A 

Exterior Garage Kitchen Basement Bathroom(s) 
 
 
 
 
 

Outlets, Fixtures & Switches 

Satisfactory 
Unsatisfactory N/A 

Random Testing Reversed Polarity Open Ground 
 
 
 
 
 

Smoke Detectors 

Satisfactory 
Age: 2023 

Battery Operated 
Hard Wired 

Low-
Voltage/Security 
Carbon Monoxide 
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Unsatisfactory N/A  A carbon monoxide detector is now required in the vicinity of 
all bedrooms (within twenty feet) and is to be powered by 
both the electrical service and a battery. 

 For additional safety, consider installing ‘hard wired’ smoke detectors 
on each floor and in the bedrooms. 

 Detectors should be interconnected with battery backup and 
replaced every ten years. 

 Owner Comments:  All detectors were replaced in February 2024. They 
detect both smoke and carbon monoxide and are hardwired with 
battery backup. The furnace room and garage have heat detectors. 
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INTERIOR 
 

Floors 

Satisfactory 
Unsatisfactory 
N/A 

Hardwood Laminate Ceramic Tile Other 
Softwood Vinyl Tile Sheet Goods Wall-to-Wall Carpet 

 

Walls 

Satisfactory 
Unsatisfactory 
N/A 

Plaster Drywall Wood Paneling Other 
 

Ceilings 

Satisfactory 
Unsatisfactory 
N/A 

Plaster Drywall Wood Paneling Ceiling Tile Other 
 

Stairs/Railings 

Satisfactory 
Unsatisfactory 
N/A 

 

Fireplace/Stove 

Satisfactory 
Unsatisfactory 
N/A 

Flue Liner: Yes 
No 

Damper: Operating 
Not Operating 

Clean before 
use 

Gas Fireplace Fireplace 
Wood stove Woodstove Insert Other 

 The gas fireplace did not light during the inspection and should be 
proved operational. 

 If it has not been serviced within the past year, expect to have it cleaned 
as needed. 

 This is also the case with the woodstove flue; that if the stove is used with 
any regularity, be sure to clean the flue. 

 Owner Comments:  The gas fireplace has two separate switches, one for the blower 
and another to ignite the fireplace. The owners weren’t present to show him which 
switch to use. All work properly. Woodstove flue was inspected November 2024.   

Doors (Interior) 

Satisfactory 
Unsatisfactory 
N/A 
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ATTIC 
 

Access 

Satisfactory 
Unsatisfactory 
No Access 
N/A 

Complete attic access Limited attic access Behind knee walls only 

Direct observation Not observed No Access 

Access Type: Stairs Pulldown Access Panel Insulated 
Not Insulated 

N/A 

 The attic opening above the pull-down stairway should be properly insulated to 
prevent heat loss. 

 
Owner Comments:  The pull-down stairway is insulated with an R value of 6.5.  
Insulation is contained in the wooden overlaid panel in the ceiling. 

Moisture Minor 
Extensive 

Mold/Mildew 
Condensation 

None Observed 
Unknown 

 

 

Storage Heavy Light Floored Not Floored N/A 

Insulation 

Satisfactory 
Unsatisfactory 
Unknown 
N/A 

Type: Fiberglass Cellulose Rock Wool Spray Foam Other  

Location: Above Ceiling: Avg. No. of Inches: 12 - 14 Approx. R Value: 40 to 45 
 Air baffles installed: Yes No N/A Unknown  

Vent path from eve blocked: Yes No N/A Unknown  

 The air handler for the air conditioning is located in the attic appears to be properly installed with insulated 
ductwork. Be sure this is serviced annually. 

Ventilation 

Satisfactory 
Unsatisfactory 
Unknown 
None 
N/A 

Type: 
Windows  Attic Fan Whole House Fan Turbine 
Ridge Vent Soffit Vent  Gable End Louvers  Roof Vents 

 

 
Bath fan vented to the: 

Attic Outside Other 
Soffit Unknown N/A 

 

Fan ductwork properly insulated: Yes No Unknown N/A  

 Any bath fan exhaust ductwork that travels through the attic should be vented to the 
outside and heavily insulated so that condensation does not form on the inside of the 
duct in the winter as the warm moist air from the bathroom hits the cold temperature 
of the attic. 

 


